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INSTALLATION

The gas ball valves, models 6310, 6350 & 6450, may be installed for flow in any direction

Use standard practices when installing the valves

Make sure pipes are properly aligned before the valve is installed

When tightening the valve to the pipe apply a wrench to the end nearest to the pipe being

worked.

SERVICING

Periodically observe the valve to be sure of proper performance

INSTALLATION, SERVICING AND USE INSTRUCTIONS

FOR GAS MANUAL BALL VALVES ACCORDING TO BS EN 331:2015

Gas Ball Valve models 6310, 6350 & 6450

Customers

Periodically observe the valve to be sure of proper performance

More frequent observations are recommended if the valve is operating under extreme

conditions

USER INSTRUCTIONS (Operational data)

Female end connections : threaded to ISO 7/1 Rp

Male end connections : threaded to ISO 7/1 R

Working pressure : 0 – 5 bar max.

Operating temperature range : -20°C to + 80°C

Suitable gas families : 1st and 2nd (medium pressure) 3rd (low pressure)

WARNINGS:

Any deterioration or destruction of any part of the manually operated ball valve and closed

bottom taper plug valve shall result in the need to replace the complete valve: alterations to

any part of the complete valve shall result in the valve no longer being in compliance with

the performance requirements of this document;

Ensure that the manually operated ball valves and closed bottom taper plug valve allows and

adequate flow rate for its intended use;

All installations should be performed in accordance with existing local installation regulations

and codes of practise where they exist;

It is imperative to follow the installation instructions of the manually operated ball valves

and closed bottom taper plug valve manufacturer and of the appliance manufacturer,

including those for the correct position of the connection point for the valve.
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